CESIA

MAGNETICS INC.

VDSL Transformer TD6011

@ lkanos Chip

© Operating Temperature - 40°C to + 85°C

@ Per UL1950, EN60950 and IEC950

ELECTRICAL SPECIFICATIONS @ 25°C

: Leakage Total
ocL Turm Ratio Inductangce Hi-Pot | Insertion Loss Return Loss Harmonic
(£7%) (+2%) (Max.) (Max.) (Min.) Dsitortion
Line (2-3) to (7-6) (2-3) to (7-6) | (2-3) to (7-6) dB dB dB dB
10 kH 1500 V
100mv e HH 500 LA |BOKHZ - 12.5MHz | 80kHz - 12.5MHz | 12Mhz- 30MHz | 80kHz, 4Vp-p
200 UH 3.5:1 1.0 1 minute 1.3 12 6 80
, . 0.295 0.082+0.002
Line Chip 250 (2.08 +0.05)
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0.238 0.402
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Dato Code (6.04) (10.20)
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0.378
(9.60) 0.046 + 0.002
Max. (1.17 4+ 0.05)
0.433
(11.00)
Max.
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0.098 £[0-005/(0.13)
Weight 1.8 (2:50) -
eight: .......... .8grams
Tape & reel......300/reel (3%?)? — 0.354
Tray....cceveveuene 95/tray ‘ (9.00)
Max.

Packaging: Add -T for Tape & reel, TD6011-T
Dimensions are in inches(mm): +/- 0.010(0.25)
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