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25 Watts 
          TX4001PoE   TRANSFORMER 

Features:
Total Power: 25W� 

  Output voltage/Ampere:5V/5A�

 Operating temperature: 0oC to +70oC

(21.08)

 (3.00)

�

�
 (22.23)

  
6

  
7

 
12

 (0.71x0.30)

 (3.00)

0.080 
(2.03)

 (22.0)

(3.81)S

Suggested PCB layout

 
(28.65)�

(0.30)
Typ

(11.18 )
 Max

Electrical Specifications@25oC
1. Inductance@100KHz, 1.0Vrms 
     (1,2)-(3,4) =   9  H+_10%�
2. Leakage Inductance@100KHz, 1.0Vrms
     (1,2)-(3,4) Short (12,11,8,7,5,6) :  0.25  H Max�
3. Max. D.C.Resistance �
    (1,2)-(3,4): 0.013    ; (5-6): 0. 28    ; (12,11)- (8,7) : 2.6 m
4. Turns Ratio: 10 kHz, 1V

 (1,2)- (3,4) : (12,11) -  (8,7) = 1: 0.375 

5. Hi-Pot: 
     1500Vrms, 1mA, 1Sec: Pri. & Bias to Sec. and Core
6. Cww@100kHz, 1.0Vrms
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Input   
 9-57V

Output
    5V  

 10V(30mA)

 Designed per IEEE802.3at

  85 pF Max.
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Storage Temperature: -40° C to +125° C  
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   (1,2) - (3,4) : (5-6)   = 1:0.75  ±2%     
±2%     

Dimensions Inches (mm)   ± 0.010 (.25)     
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