
0.098
(2.50)

 0.605
(15.37)

 0.394
(10.00)

3

 0.051     0.002
 (1.30      0.05)

ADSL Transformer TD2003

 0.516
(13.11)
  Max.

0.098
(2.50)

Texas Instruments Chip

EP 13 transformer

Per UL1950, EN60950 and IEC950

OCL

1 10

8

Line

  10 kHz
  100mV

    400    H

   (1-4):(10-7)
tie 3-2 and 8-9

2:1    5

  1500 Vac
    500    Aµ

(1-4) to (10-7))
 tie 3,2 and 8,9

 DCR
(Max.) Hi-Pot Leakege Inductance

       (Max.)

   1 minute      0.6

 Total Harmonic Distortion
                 (Min.)

100 kHz, 5Vp-p

dB

Packaging: Add -T for Tape and Reel, TD2003-T

Dimensions are in inches/(mm)  =     0.010(0.25)

      TESLA
TD2003

    Date Code

- 80

 0.485
(12.32)
  Max.

 0.475
(12.07)
  Max.

0.005/(0.13)

  10 kHz
100mV

(10-7)
tie 8,9

Turn Ratio

 0.695
(17.63)
  Max.

 0.530
(13.45)
  Max.

6

 µ

DCR
(Max.)

      1.0

(1-4)
tie 3,2

 µ H

(1-4) to (10-7)
tie 3,2 and 8,9

               0.002
               (0.051)

               0.002
               (0.051)

               0.002
               (0.051)

4

2 9

7
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